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Aquamist HFS
High Flow Series

150W pump with 125 PSI
Internal bypass valve fitted

Voltage: 12VDC Current: 12A max

Flow rate: Upto 3.0 LPM max

Media: Water and Methanol

ERL reference: 8/125/3D0S

WARNING:
Over 50% Water/Methanol mixture is FLAMMABLE
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15A FUSE

INSTALL IN DASH AREA

INSTALL THESE
PARTS IN TRUNK

6M OF 12AWG CABLE
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ENERGISED = HI-BOOST
(DDS3 IS SWITCHED ON)

DE-ENERGISED= LO-BOOST
(DDS3 IS SWITCHED OFF)

OR (WI FLOW FAULT)

(TURBO)

(WASTEGATE)

N
O

COM=2

N
O

=
3

NC=1

ENERGISED PATH

Fuel
injector

AQUAMIST HFS-5 FOR MITSUBISHI EVO + MBC + MAC VALVE

5th MARCH 2008 K/HFS-5-MBC

TRIGGER MODE: FIDC FAILSAFE: BOOST DROP BY MAC VALVE

12% TO
72% DC

SET TO
PWM

SYSTEM
ACTIVE

FLOW SENSOR
Part No. 806-428

Serial No: 22100

Flow range: 100-450ml/min
Output range: 0.5-4.5VDC

Made by ERL Ltd. Sussex England

806-244

Fuel Injection Amplifier
FiA2

806-441 Made in England by ERL Ltd.
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MAC SERIES 36 (3/2 VALVE)

Port #1 = NC
Port #2 = COM
Port #3 = NO

(Part #:36A-AAA-JDBA-1BA)
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+12V SWITCHED

FUEL IDC

TO HSV

FUEL IDC
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GND DROPS OUT
AT SYSTEM FAULT
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