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Aquamist HFS
High Flow Series

150W pump with 125 PSI
Internal bypass valve fitted

Voltage: 12VDC Current: 12A max

Flow rate: Upto 3.0 LPM max

Media: Water and Methanol

ERL reference: 8/125/3D0S

WARNING:
Over 50% Water/Methanol mixture is FLAMMABLE
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INSTALL IN DASH AREA

INSTALL THESE
PARTS IN TRUNK 6M OF 12AWG CABLE

AQUAMIST HFS-5 FOR RX7 with Injector Summing Module

11th August 2007 R2-HFS--RX7

TRIGGER MODE: FIDC FAILSAFE: BOOST DROP
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DDS3v8 JUNCTION BOARD

1 RED INJECTOR +12V # 20
2 BWN HSV- SW. GND # 22
3 GRN DDS3- PIN #17 * -
4 YEL DDS3- PIN #15 * -
5 BLK GROUND (0V) # 20

10-PIN CONNECTOR (#1-5)
# COL FUNCTION AWG

6 RED HSV+ (FUSED +12V) #22
7 RED DDS3-PIN #23 (+12V) * -
8 WHT PRIMARY INJECTOR- #22
9 GRY SECONDARY INJ - #22

10 BLU DDS3- PIN #25 * -

10-PIN CONNECTOR (#6-10)
# COL FUNCTION AWG
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0-5v DATA LOGGER
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FLOW SENSOR
Part No. 806-428

Serial No: 22100

Flow range: 100-450ml/min
Output range: 0.5-4.5VDC

Made by ERL Ltd. Sussex England


